TYPE "2" DRIVEWAY

@ 1/4 " x 2" JOINT MATERIAL.
@ 1/4 " X 2" JOINT MATERIAL ON CENTERLINE
WHEN DRIVEWAY IS WIDER THAN 16'.

@ 1/2 " THROUGH JOINT.

®

DRIVEWAY SURFACE SHALL RECEIVE
A LIGHT BRUSH FINISH TRANSVERSE
TO THE VEHICLE FLOW.

4"X4" NO. 4 GAGE
WELDED WIRE MESH
REQUIRED FOR
COMMERCIAL DRIVEWAYS.
PER AASHTO M55

1” RAD.

NOTES:

1. WHERE DRIVEWAY EXCEEDS 16’
IN WIDTH, A 1/4” EXPANSION
JOINT SHALL BE PLACED
LONGITUDINALLY ALONG
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6” DRIVEWAY FOR RESIDENTIAL
9” DRIVEWAY FOR COMMERCIAL

CONCRETE SHALL BE
AIR ENTRAINED CLASS 3000

CENTERLINE. AND GUTTER COMPACTED SUB GRADE
2. DRIVEWAY TYPE “2” TO USED SECTION B-B
WHERE ADJOINING PROPERTY
IS LOWER THAN SIDEWALK
GRADE, AND SHALL BE
APPROVED BY THE CITY.
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